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PRODUCT INFORMATION

CEMROK/EASI-FLOW/ExCeL
DESCRIPTION

Cemrok/Easi-Flow/ExCel is a non shrink, very
high strength cementitious grout comprising of
low alkali high specific area portland cements and
other cementitious binders combined with high
purity aggregates and a system of compatible
admixtures to achieve high in service
performance.

Cemrok/Easi-Flow/ExCel has high flow
characteristics to achieve penetration and
levelling with no bleed and zero shrinkage when
placed at 0.22 water solid ratio.

Cemrok/Easi-Flow/ExCel is a fine light
powder.
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NOTE: Cemrok/Easi-Flow/ExCeL
available for more general applications.
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USES

Cemrok/Easi-Flow/ExCel has been specifically
designed to provide a very high strength fluid
grout for pouring into and under stanchion plates,
machine base plates, parapet rails, for supporting
bridge bearings and for filling ducts in post
tensioned and pre-stressed structures.

KEY PROPERTIES

. Equivalent Sodium Oxide is less than
3.0kg/m3
Very high ultimate strength.
Shrinkage compensated.
Can be used for grouting sections up to
100mm thick.
Chloride Free

High Fluidity - Can be pumped or poured
Complies with U.S. Corps of Engineers
Specification CRD-C 621.
Cement content >950kg/m3.
Complies with Highway Spec 2601 for
cementitious bedding mortars
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TYPICAL PERFORMANCE
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All tests performed at 20°C

Compressive Strength (N/mm2)
1 day
7 day

28 day
90 day

Flexural Strength (N/mm2)
1 day
7 day

28 day

Setting Times (Minutes)
Initial
Final

Expansion Results (%)
1 day
7 day

Water/ Solid ratio

35.0
65.0 (Typical)
80.0
92

4.5
9.0
11.0

160
200

0.01
0.05

0.22

Pot Life Approximately 30 mins
(Can vary with temperature)

Flow Characteristics:
A typical flow-channel figure for Cemrok/Easi-
Flow IExCel would be in the range of 500mm -
700mm.

YIELD

The approximate yield of Cemrok/Easi-
Flow/ExCeL at a water/sQlid ratio of 0.22 is:

Batch size
25 kg weightof solids
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Yield
14.7 litres

Manufactured by
CMSPozament
Part ofTannac CentralUmited




