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CEMROK IFC

DESCRIPTION

Cemrok/FC is a single component polymer
modified levelling material specially formulated to
re-profile concrete in thin applications without
cracking.

USES

Cemrok/FC is designed for application to
concrete surfaces which are to receive a
compatible protective coatings. Improves the
aesthetic appearance of concrete surfaces, fills
honeycombing and blow holes and level's up
concrete surfaces.

SPECIAL PROPERTIES

TYPICAL PERFORMANCE

Compressive Strength N/mm--r
1 day 5.0
7 days 8.0

28 days 13;0

Flexural Strength N/mm2
1 day
7 days

28 days

1.0
2.5
4.0

Coefficient Thermal Expansion 13.6 x 1O-60c

Fresh Wet Density: 1875 kg/m3

Initial Set: 2 hours

Final Set: 3 hours

Application thickness: 1-6mm

Yield: 15.75litres / bag

15.75m2at 1mm thickCoverage:

MIXING

Cemrok/FC should be mixed using water which
complieswith BS 3148 (as for concrete).

Cemrok/FC should be mixed in a suitable
container using either an electric (1Kw) or
pneumatic power tool. Larger amounts MUST be
mixed in a FORCED ACTION paddle mixer.

25kg of /FC should be added carefully to 4.5 litres
of water, progressively mixing until a good render
consistency is achieved.

Once mixed the material must not be re-worked.
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. Single component - easy to use.

. High polymer content - reduces the risk of
cracking. .
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. Highbondstrength.

. Cost effective- easily overcoatedpreventing
excessiveconsumptionof coatings.

. Fair faced finish.




